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D4
Remove the Valve End Piece, use a 19 mm wrench.

D5
Pick up the spring with a pair of small pliers. 

D6
Remove the circlip and the valve.

NOTE!
Use minimum force when removing the circlip, it can easily 
be deformed. If it is deformed you need to replace it with a 
new one before assembly.

D7
Remove the shims and clamp washer.

D8
Remove the lower preload ring, spring, adjustment shims 
and upper preload ring.

D9
Remove the valve holder and the two shims. Make sure you 
do not loose the two pins. 

Assemble
Assemble the parts in reversed order. Tighten the end piece 
to 11 Nm (8 ft.lbs. ).

Adjustment shims

To compensate for different shim stack heights you 
need to use adjustment shims on top of the spring.

The total height of the adjustment shim stack is:
 

Total shim stack height of all shims 18mm and 
below* in diameter – 0.1mm.

*All shims inside the preload ring

Example: One shim stack has a total of 0.4mm 
shims inside the preload ring.
=> Adjustment shim stack to put on top of the 
the spring should be 0.3mm

This formula is a starting point but the adjustment 
shims can also be used to fi ne tune left to right 
matching of the high speed adjuster.
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End piece disassembly and assembly

NOTE!
Removing the end piece and bleed valve is usually not neces-
sary for normal revalves. 

Here is a very brief instruction for disassembling/assembling a 
valve end piece. The method is quite straight forward.
Make sure you have some spare detent balls and springs 
available before you start the job. They are easy to drop during 
disassembly and assembly. 

D1
Screw out the needle housing. Be prepared to catch the detent 
balls and springs that will pop out. 

D2
To disassemble the bleed valve, turn the low speed adjuster 
to fully closed position.The next step is to remove the circlip 
above the needle. Push the centre of the circlip down with a 
little screwdriver and then grab it with a pair of small pliers and 
pull it out. 

D3
Remove the needle valve, use a screwdriver.

Assemble
Replace the necessary parts and assemble the end piece in 
reversed order.
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